




































































The minimum distance between the surface where cookware is placed on 
the cooking appliance and the lowest part of the range hood should be no 
less than 55 cm for electric stoves and no less than 65 cm for gas or 
combination stoves.
If the gas stove installation manual specifies a greater distance, follow 
those instructions.

Electrical Connection
The mains voltage must match the voltage indicated on the label located 
inside the hood. The hood is equipped with a plug that must be connected 
to an outlet compliant with applicable standards and located in an easily 
accessible place, even after installation is complete.
Warning! Before reconnecting the hood’s circuit to the power supply
and checking that it is working properly, always ensure that the power cord 
is properly installed. The range hood is equipped with a special power 
cord.
If this cord is damaged, purchase a replacement from the 
manufacturer’s service department or the hood supplier.

Installing the range hood
The range hood comes with mounting screws suitable for most walls and 
ceilings. However, it is essential to consult a qualified technician to ensure 
that the materials are appropriate for the specific type of wall or ceiling. 
The wall or ceiling must be strong enough to support the weight of the 
range hood.

3. INSTALLING THE RANGE HOOD

35

LED 1x6W

19



The appliance can be used as an exhaust hood (venting fumes to the 
outside) or as a recirculating hood (fumes are filtered and recirculated 
back into the room). Hood models that do not have an exhaust fan 
function exclusively as an exhaust hood and must be connected to an 
exhaust unit (not included). Connection instructions are provided with the 
external exhaust unit.

Hood operating as an extractor
Vapors are removed to the outside via an exhaust pipe attached to the 
connection flange.
The diameter of the exhaust duct must match the diameter of the 
connection flange.
Note! The exhaust duct is not included with the unit and must be 
purchased separately.
In the horizontal section, the duct must have a slight upward slope 
(approximately 10°) to facilitate airflow to the outside. If the range hood is 
equipped with charcoal filters, they must be removed.
Connect the range hood to the ventilation duct using an exhaust pipe 
with a diameter that matches the size of the hood’s outlet (connection 
flange).
Using ducts with a smaller cross-sectional area reduces suction 
capacity and drastically increases the noise level of the range hood.
The manufacturer, therefore, assumes no liability for this condition.
! Use the shortest possible duct.
! Use a duct with as few bends as possible (maximum bend angle:

90°).
! Avoid drastic changes in the cable cross-section.
! Use a hose with the smoothest possible inner surface.
! The duct material must comply with applicable standards.

Range hood operating as an absorption hood
To use the hood in this mode, a charcoal filter must be installed. It 
can be purchased from the dealer.
The air drawn in is filtered to remove grease and odors before being 
returned to the room through vents in the upper section of the chimney.

4. OPERATION
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5. MAINTENANCE AND CLEANING

How the range hood works
If the air in the kitchen is particularly contaminated, use the range hood 
set to the highest speed. It is recommended to turn on the range hood 5 
minutes before starting to cook any food and to leave it running for about 
15 minutes after finishing cooking.

1 2 3

1. OFF
2. ON / Speed increase Speed 1: 1

Speed 2: 2
Speed 3: 3

3. Lights ON/OFF

Warning! Before performing any cleaning or maintenance, 
disconnect the range hood from the power supply by unplugging it 
from the outlet or turning off the main power switch.

Cleaning the range hood
Clean the range hood frequently, both inside and out (at least as often as 
you clean the grease filters), using a cloth dampened with mild cleaning 
agents. Do not use abrasive cleaners.
DO NOT USE ALCOHOL!
Warning: Failure to follow the instructions for cleaning the unit and 
replacing the filters creates a fire hazard. It is therefore recommended that 
you follow the guidelines provided.
The manufacturer assumes no liability for any damage to the motor or 
fires resulting from failure to follow maintenance guidelines and the 
instructions mentioned above.
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Grease filter
It traps grease particles from cooking.
It must be cleaned at least once a month (or when the filter clogging 
indicator—if your hood model has one—indicates that it needs to be 
replaced), using a mild cleaning agent, either by hand or in the 
dishwasher at a low temperature and on a short cycle. When washed in 
the dishwasher, the metal grease filter may discolor, but its characteristic 
filtering properties will not change. To remove the grease filter, pull the 
spring-loaded handle.

Charcoal filter
The charcoal filter is used only when the range hood is not connected to a 
ventilation duct. The activated charcoal filter can absorb odors until it 
reaches saturation. It cannot be washed or regenerated and should be 
replaced at least once every 4 months, or more frequently in case of 
exceptionally heavy use.

Lighting Replacement
The lighting system consists of a 6W LED strip.
If the lighting does not work, first check whether the lights have been 
installed correctly. If the lighting still does not work after this check, contact 
customer service.

NOTE: Take care not to touch the LED strip you are removing directly with 
your bare hands.
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This device has been designed and manufactured using high-quality 
materials and components that are suitable for reuse.

The crossed-out wheelie bin symbol on the product (Fig. A) indicates that the 
product is subject to separate collection in accordance with the provisions of 
Directive 2012/19/EU of the European Parliament and of the Council. If the 
crossed-out wheelie bin symbol (Fig. B) is displayed on the product, it 
indicates that the product contains batteries that are subject to separate 
collection in accordance with the provisions of Directive 2006/66/EC of the 
European Parliament and of the Council. This marking indicates that 
electrical and electronic equipment and batteries (if present) must not be 
disposed of with other household waste at the end of their useful life. Waste 
equipment may have a harmful impact on the environment and human 
health due to the potential presence of hazardous substances, mixtures, and 
components.

The user is required to return used equipment and batteries (if any) to 
operators of collection points for used electrical and electronic equipment 
and batteries (if any). Entities responsible for collecting such waste, including 
those collecting used equipment, operators of treatment facilities, distributors 
(retailers), operators of municipal waste sorting facilities (local government 
units), and other entities specified by law, shall establish an appropriate 
system to facilitate the return of this equipment.

Proper disposal of used equipment and batteries (if any) helps prevent 
health and environmental hazards resulting from the potential presence of 
hazardous components in the equipment and batteries, as well as from the 
improper storage and processing of such equipment and batteries. 
Households play an important role in contributing to the reuse and recovery, 
including recycling, of used equipment; it is at this stage that attitudes are 
formed that influence the preservation of the common good, which is a clean 
natural environment. Households are also among the largest users of small 
appliances, and the responsible management of these appliances at this 
stage contributes to the recovery of recyclable materials.

6. DISPOSAL OF USED EQUIPMENT
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kontakt@gtpoland.eu

Serwis Kernau
PL: +48 22 243 70 00 

Pn 8:00 - 17:00 
Wt-Pt 8:00 - 16:00 

serwis@kernau.com
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